
Custom Fan SolutionsTM

• Simple maintenance - no belts or pulleys

• Spark resistant, cast aluminum airfoil axial impeller

• Aerodynamically efficient performance

• Factory set adjustable pitch blades 

• Heavy duty welded steel construction

• TEFC industrial duty motor

• Sizes range from 12” to 42”

• Direct drive capacities to 29,000 cfm 

IN-LINE FANS

ADD
TUBE AXIAL

DIRECT DRIVE

better AIRFLOW
by DESIGNTM



SSTTAANNDDAARRDD  FFEEAATTUURREESS  &&  BBEENNEEFFIITTSS
• Simple maintenance – no belts or pulleys
• Spark resistant, cast aluminum airfoil axial impeller 
• Factory set adjustable pitch blades
• Aerodynamically efficient performance 
• Heavy duty welded steel and angle ring construction 
• Air dried enamel paint finish 
• Mountable in ductwork in any position
• TEFC industrial duty motor 
• Externally mounted and wired junction box

AAPPPPLLIICCAATTIIOONNSS  
• Process ventilation • In-line duct booster
• Fumes, dust or smoke removal • General ventilation

AACCCCEESSSSOORRIIEESS  //  OOPPTTIIOONNSS
• Epoxy or Eisenheiss coatings • Propeller side guard • 304 or 316 stainless steel construction
• Horizontal mounting brackets • Motor side guard • Explosion proof motors
• Vertical mounting brackets • Inspection door • Reverse flow construction
• Mounting legs • Companion flanges • Special duty motors

MODEL A B C D

WEIGHT

LESS MOTOR

MAXIMUM 

FRAME SIZE

ADD-12 12 13.1 14 14 35 56

ADD-18 18 19.1 20 14 45 145T

ADD-24 24 25.8 27 18 75 184T

ADD-27 27 28.8 30 18 90 184T

ADD-30 30 31.8 33 18 110 184T

ADD-34 34 35.8 37 18 130 184T

ADD-36 36 37.9 39 18 160 184T

ADD-42 42 43.6 45 18 190 215T

DIMENSIONS IN INCHES*

AADDDD  DDIIRREECCTT  DDRRIIVVEE  TTUUBBEE  AAXXIIAALL  FFAANNSS

VARIES 
WITH MOTOR

D

ABC

AIRFLOW

7/16” DIA. HOLES
PER FLANGE

MODEL

MINIMUM

CFM

MAXIMUM

CFM

ADD-12 600 2,044

ADD-18 1,000 4,600

ADD-24 1,400 10,500

ADD-27 2,000 11,500

ADD-30 2,300 16,000

ADD-34 4,000 21,000

ADD-36 4,500 24,000

ADD-42 5,800 29,000

PERFORMANCE RATING

*DO NOT USE FOR CONSTRUCTION CONSULT FACTORY FOR CERTIFIED PRINTS



AADDDD  DDIIRREECCTT  DDRRIIVVEE  TTUUBBEE  AAXXIIAALL  FFAANNSS
PPRROODDUUCCTT  SSPPEECCIIFFIICCAATTIIOONN  GGUUIIDDEE

11..00 GGEENNEERRAALL
A. Fans shall be model ADD Direct Drive Tube Axial Fans, as manufactured by Continental Fan

Manufacturing Inc., of Buffalo, NY, and of the size and capacity as indicated on the drawings and fan
schedule.

B. Fans shall be rated and tested in accordance with ANSI/AMCA Standard 210-99.
C. All motors and electrical components shall conform to NEMA standards.

22..00 FFAANN  HHOOUUSSIINNGG
A. Fan housing shall be constructed of heavy gauge steel and welded angle ring flanges.
B. Fan motor base shall be constructed of welded heavy gauge steel, and form an integral part of the

interior fan housing.
C. Fan housing and motor base shall be coated with an air dried gray enamel finish.

33..00 FFAANN  IIMMPPEELLLLEERR
A. Axial impeller shall be constructed of spark resistant, die cast aluminum airfoil shaped blades secured

to a die cast aluminum hub assembly.
B. Axial impeller blades shall be of adjustable pitch construction with multiple hub-to-blade arrangements

to maximize air performance. Blade pitch angles shall be factory set.
C. Axial impeller hub shall be designed to incorporate a split taper bushing, and be keyed directly to

motor shaft.

44..00 FFAANN  MMOOTTOORR  AANNDD  DDRRIIVVEE
A. Motor shall be TEFC industrial duty and conform to NEMA standards.
B. Motor shall be of voltage, horsepower, RPM and enclosure as indicated on the fan schedule.
C. Fan shall be provided with an externally mounted and wired junction box

55..00 OOPPTTIIOONNAALL  FFAANN  AACCCCEESSSSOORRIIEESS
A. Where indicated, fan shall be provided with the following optional accessories:

• Guards 
- Propeller side
- Motor side

• Companion flanges
• Inspection door
• Mounting brackets

- Horizontal
- Vertical

• Mounting legs
• 304 stainless steel construction
• 316 stainless steel construction
• Protective coatings for fan housing

- Epoxy 
- Eisenheiss

• Motors
- Explosion proof
- Special duty

66..00 FFAANN  TTEESSTTIINNGG
A. Axial impeller shall be balanced and mounted in fan assembly.
B. Fan assembly shall be run and tested prior to shipment.
C. A test report shall be maintained on file for each individual fan.



Wholesale Products DivisionWholesale Products Division
The Wholesale Products Division offers a superior line of 
commercial blowers, residential ventilation products and air 
purification systems, available through a wide network of 
wholesalers and distributors throughout North America.   

OEM Fan DivisionOEM Fan Division
Continental Fan’s sales team provides customer focused 
solutions for original equipment manufacturers, by working 
closely with them during the design process, to find the best 
products for their applications.  

Industrial Fan DivisionIndustrial Fan Division
Continental Fan’s Industrial Fan Division offers a superbly 
crafted collection of industrial ventilation products, 
uniquely marketed through a network of manufacturers 
representatives across North America.  
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